
Atlantic Braids Ltd.

Our line of Double Braid Polyester with Twaron Core is the ultimate in low stretch and high strength rope. 
Manufactured with a braided core of 100% Twaron covered with a tightly braided polyester cover. Twaron is a 

lightweight, strong synthetic fiber made of aramid polymer.

FEATURES
Very Low Stretch
High UV resistance
Low creep
Chemical resistant
Splicable
High Heat and Flame resistant

APPLICATIONS

Utility cord

Standard lengths are 600ft, and 1200ft.                                                                  
Please contact us for additional information including alternative colours or specifications.

SPECIFICATIONS

PRODUCT NO INCH MM AVG. TENSILE AVG. TENSILE WEIGHT/1000' WEIGHT/1000'
23048   3/16 4.8 1,800 LBS 816 KG 10 LBS 4.61 KG
23064   1/4 6.4 3,300 LBS 1,496 KG 20 LBS 9.1 KG
23079   5/16 7.9 5,500 LBS 2,494 KG
23095   3/8 9.5 8,500 LBS 3,855 KG 44 LBS 20 KG
23111   7/16 11.1 11,000 LBS 4,989 KG
23127   1/2 12.7 13,500 LBS 6,123 KG
23143   9/16 14.3 18,000 LBS 8,164 KG
23159   5/8 15.9 22,000 LBS 9,979 KG
23191   3/4 19.1 28,000 LBS 12,700 KG 209 LBS 95 KG
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